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Probes with thread connection

AFNOR NF-S 90-116 
probe, thread  
ISO G. 1/4” F.

DIN 13260-2 probe, 
thread ISO G. 1/4” F.

OHMEDA probe,  
thread ISO G. 1/4” F.

AFNOR NF-S 90-116  
type EASYFIX® probe,  
thread ISO G. 1/4” F. 

SS 875 24 30 probe, 
thread ISO G. 1/8” M.  
or ISO G. 1/4” F.

UNI 9507 probe,  
thread ISO G. 1/4” F.

JIS T 7101 probe,  
thread ISO G. 1/8” M.

BS 5682 probe,  
thread ISO G. 1/4” F.

SANS 1409 probe,  
thread ISO G. 1/4” F.
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Probes with hose connection
Flowmeter outlet hose connection • Stainless steel rail

AFNOR NF-S 90-116  
type EASYFIX® probe,  
hose connection  
Ø 6 mm.

SS 875 24 30 probe,  
hose connection  
Ø 6 mm.

Polypropylene hose connector, three inlet threads 
(1/4” ISO 3253 F. • 9/16” UNF EN 13544-2 F. • M12x1.25 F.),  
outlet tubing Ø 6÷9 mm.

UNI 9507 probe,  
hose connection  
Ø 6 mm.

JIS T 7101 probe,  
hose connection  
Ø 6 mm.

BS 5682 probe,  
hose connection  
Ø 6 mm.

SANS 1409 probe,  
hose connection  
Ø 6 mm.

Stainless steel rail 30x10 mm,  
brushed, with spacers and fittings, 
various lengths.

Directory,  
components detail
1 Chemical fixings
2 Plasterboard fixings 
3 Rail spacer
4 Rail
5 Bolt washer
6 Bolt

DIN 13260-2 probe,  
hose connection  
Ø 6 mm.

OHMEDA probe,  
hose connection  
Ø 6 mm.

Probes with hose connection

Flowmeter outlet hose connection Stainless steel rail

1/4” ISO 3253 F. M12x1.25 F.9/16” UNF EN 13544-2 F.



COMPANY INFO: Flow Meter Spa - Via del Lino, 6 - 24040 Levate - Bergamo - ITALY
Tel. +39 035 594047   I   Fax +39 035 594821   I   info@flowmeter.it   I   www.flowmeter.it 
P.IVA/VAT IT01737040160

SU
CT

IO
N 

OF
 F

LU
ID

S

PR
ES

SU
RE

 R
EG

UL
AT

OR
S 

AN
D 

FL
OW

M
ET

ER
S,

  
AL

L M
ED

IC
AL

 G
AS

ES
FL

OW
M

ET
ER

 U
NI

TS
AC

CE
SS

OR
IE

S
TE

RM
IN

AL
 U

NI
TS

OX
YG

EN
 T

HE
RA

PY

Rail clamping systems for oxygen flowmeters 
Cylinder inlet connections for oxygen pressure regulators

EN 850 (or CGA 870) 
“pin-index” yoke 
cylinder connection.

BS 341-3 “bull nose” 
cylinder connection.

ABS clamp bracket for 
rail 30x10 mm and 
50x10 mm, with nipple 
threaded ISO G. 1/4” F. and 
hose connector Ø 6 mm. 

AFNOR NF-E 29-650 
cylinder connection.

CGA cylinder 
connection.

Anodized aluminum 
wedge for OHMEDA rail 
clamp bracket, with  
nipple threaded  
ISO G. 1/4” F. and hose 
connector Ø 6 mm.

DIN 477-1 cylinder 
connection.

Anodized aluminum 
OHMEDA rail clamp 
bracket. 

UNI 11144 cylinder 
connection.

Rail clamping systems

Cylinder inlet connections for oxygen pressure regulators


